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WHAT IS CLAIMED IS: 

1 . A communication apparatus connected to a terminal apparatus via a network, 
the communication apparatus comprising: 

a detector that detects at least a part of the communication apparatus to obtain 
status information regarding the detected part of the communication apparatus; 

a memory configured to store a homepage generated by a HTML file, the 
homepage including function information which indicates at least one function provided 
in the communication apparatus, and status information which indicates the detected 
status of the part of the communication apparatus; 

said detector generating a latest status information to be stored in said memory 
when a change in the status of the part of the communication apparatus occurs; and 

a communicator configured to transmit the homepage to the terminal apparatus 
when a request for the homepage is received from the terminal apparatus, the homepage 
being displayable at the terminal apparatus to simultaneously display the function 
information and the status information, said communicator further configured to transmit 
only the latest status information, to update the status information of the homepage, 
displayed at the terminal apparatus, when a request for only the status information is 
received from the terminal apparatus. 

2. The communication apparatus according to claim 1, said part comprising a 
scanner that scans documents to obtain image data, 
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wherein said detector detects said scanner to obtain status information regarding 

the scanner. 

3. The communication apparatus according to claim 1, said part comprising a 
printer that prints image data, 

wherein said detector detects said printer to obtain status information regarding 
the printer. 

4. The communication apparatus according to claim 3, wherein the status 
information comprises at least one of a toner check, an out of paper condition and a paper 
jam condition. 

5. The communication apparatus according to claim 1, wherein said detector 
periodically detects the part of the communication apparatus. 

6. The communication apparatus according to claim 1, wherein the function 
information includes an Internet reception list. 

7. The communication apparatus according to claim 1, wherein the function 
information includes a fax reception list. 

8. The communication apparatus according to claim 1, wherein the function 
information includes at least a communication result report and an address book. 

9. The communication apparatus according to claim 1, wherein said memory is 
further configured to store a setting page for setting an update time, the update time being 
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utilized to set a time for a request for checking status information of the part of the 

communication apparatus, 

wherein, upon a request from the terminal apparatus, said communicator transmits 

the setting page to the terminal apparatus. 

10. The communication apparatus according to claim 9, wherein the homepage 
includes an area configured to accept a request for the setting page, the area being 
configured to accept a request by the terminal apparatus for the setting page. 

1 1 . The communication apparatus according to claim 1 , wherein the homepage 
includes a predetermined icon, said communicator further transmitting the latest status 
information when the predetermined icon displayed at the terminal apparatus is 
manipulated while the status information is displayed. 

12. A method of communicating utilizing a communication apparatus connected 
to a terminal apparatus via a network, the communication method comprising: 

detecting at least a part of the communication apparatus to obtain status 
information regarding the detected part of the communication apparatus; 

storing a homepage generated by a HTML file, the homepage including function 
information which indicates at least one function, provided in the communication 
apparatus, and status information which indicates the detected status of the part of the 
communication apparatus; 
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generating latest status information and storing the latest status information when 

a change in the status of the part of the communication apparatus occurs; 

transmitting the homepage to the terminal apparatus when a request for the 
homepage is received from the terminal apparatus, the homepage simultaneously 
displaying the function information and the status information, the homepage being 
displayable at the terminal apparatus; and 

transmitting only the latest status information to update the status information of 
the homepage, displayed at the terminal apparatus, when a request for only the status 
information is received from the terminal apparatus. 

13. The communication method according to claim 12, the detecting comprising 
detecting a scanner that scans documents to obtain image data, and the detecting detects 
the scanner to obtain the status information regarding the scanner. 

14. The communication method according to claim 12, wherein the detecting 
detects a printer that prints image data, and the detecting detects the printer to obtain the 
status information regarding the printer. 

15. The communication method according to claim 14, wherein the status 
information comprises at least one of a toner check, an out of paper condition and a paper 
jam condition. 

16. The communication method according to claim 12, wherein the detecting 
periodically detects the part of the communication apparatus. 
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17. The communication method according to claim 12, wherein the function 

information includes an Internet reception list. 

18. The communication method according to claim 12, wherein the function 
information includes a facsimile reception list. 

19. The communication method according to claim 12, wherein the function 
information includes at least a communication result report and an address book. 

20. The communication method according to claim 12, further comprising storing 
a setting page for setting an update time, the update time being utilized to set a time for 
a request for checking status information of the part of the communication apparatus, 

wherein, upon a request from the terminal apparatus, the setting page is 
transmitted to the terminal apparatus. 

21. The communication method according to claim 20, wherein the homepage 
includes an area configured to receive a request for the setting page, the area being 
configured to accept a request by the terminal apparatus for the setting page. 

22. The communication apparatus according to claim 12, wherein the homepage 
includes a predetermined icon, the transmitting comprising further transmitting the latest 
status information when the predetermined icon displayed at the terminal apparatus is 
manipulated while the status information is displayed. 



